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NUT THREADED AGAINST EDGE OF HOUSING CUT QUT, INSERT THE
FASTENER THRU THE HOLE FROM THE REAR. SLIP TRIM NUT QVER
KNOB AND THREAD AGAINST PANEL. TIGHTEN HEX NUT WITH .38” END
WRENCH, SHAPED HOLE WILL PREVENT FASTENER FROM TURNING
WHILE TIGHTING NUT,

* NOTE: OUTER PANEL THICKNESS PERMITTING, MAX. GRIP MAY BE
EXTENDED WHERE NECESSARY BY ADJUSTING HEX NUT
TOWARD SCREW HEAD.

(GREASE PER MIL-G-23827B)
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" AND COMPONENTS ARE NOT AVAILABLE AS RE
PLAZEMENT OR REPAIR PARTS. :

@m SPECIAL No.27 FASTENER ASSEMBLY DATE | ORawnjorkDy SCALE § DRAWING MUMBER
R RIGHT HAND 10-2661] SJM NT.S 27-N-123-20-J
REV| DATE |[BvcHkol  REVISIONS (TEM NAME PART No. MATERIAL FINISH RE] BT |we.
K| 28NOVe4 JMSB | PRN:27-71 X ASSEMBLY 279912320 R MR
' 1 SCREW ASSY 27-16-301-20 SEE NOTE A SEENOTEA . ]
2 HOUSING 27.0.785-24 | STAINLESSSTL| PASSIVATED ¢
_ 3 PAWL 27-13-101-24 STAINLESS STL PASSIVATED 3
i 4 SFRING 271410224 | STAINLESSSTL | PASSIVATED
5, TRM NUT 27-6241324 | STAINLESSSTL |  PASSIVATED
P HEX NUT 27-83301-24 | STAINLESSSTL |  PASSIVATED ]
7 BUSHING 278130115 BRASS NATURAL
MOUNTING INSTRUCTIONS 'NOTE "A"- SCREW - STAINLESS STEEL - PASSIVATE
"0".RING - SYNTHETIC RUBBER - NATURAL
PUNCH SHAPED HOLE IN PANEL AS SHOWN, LOCATED .25"FROM
NEAR EDGE OF STRIKER SURFACE. THE FLAT EDGE OF SHAPED APPLY GREASE TO SCREW THREADS _
HOLE TO BE PARALLEL TO EDGE OF STRKER SURFACE. WiITH HEX ;
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