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PANEL THICKNESS CABLE TYPE 6,8 OR 9
26 MAX TA=9
KNOB 26 MAX. — 10
PANEL THICKNESS KNOB TRAVEL
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DOOR PANEL
64.6 MOUNT ING NUT %
30+0.2
CAM DOUBLE-D HOLE <
HOUS | NG PREPARAT I ON
‘ P
TORSION SPRING N N
TA = SEE TABLE - - 13 .8 CABLE TRAVEL
USE SOUTHCO CABLE END PANEL PREPARATION
FITTING TYPE A OR J (BARREL). OPEN POSITION
(CABLE SOLD SEPARATELY).
REFER TO SOUTHCO CABLE CONF IGURATOR
TOOL ON SOUTHCO.COM
6 - MOUNT ING NUT GLASS FILLED NYLON BLACK
5 - TORSION SPRING 302 STAINLESS STEEL PASSIVATED
4 - COMPRESS ION SPRING | 302 STAINLESS STEEL PASSIVATED
INSTALLATION NOTES: 3 - CAM GLASS FILLED NYLON BLACK
1. PREPARE PANEL AS SHOWN 2 - KNOB PC+ABS BLACK
2. INSERT ACTUATOR ASSEMBLY THROUGH HOLE AND ] - HOUS ING PC+ABS BLACK
TIGHTEN NUT (38 ACROSS FLATS). - AC-80-101-11 ASSEMBLY - -
RECOMMENDED TORQUE: 4.2 N-m MAX. NO . PART NUMBER TYPE OF COMPONENT MATER I AL FINISH
3. INSERT CABLE BARREL FITTING IN KNOB ACTUATOR HOLE,
THEN SNAP CABLE SLEEVE TO HOUSING TO SECURE CABLE. ;E&QE@WSEE @6 Southco(@
4. SEE TABLE FOR APPROPRIATE CABLE SELECTION.
MILLIMETERS [ IN] CONNECT- CREATE - INNOVATE
MATERTAL NOTES: TOLERANCES UNLESS OTHERWISE NOTED|PESCRIPTION
1. ZINC PLATED, CHROMATE AND SEALER PUSH BUTTON ACTUATOR
ALL DIMENSIONS WITHOUT
TOLERANCES ARE FOR ASSEMBL Y
PACKAGING NOTES: REFERENCE ONLY STZE |SYSTEM DWG NO-
PROPRIETARY |TEM : A3 N X J-AC=-80-101
1. MOUNTING NUT SHIPPED UNASSEMBLED WITH ACTUATOR ASSEMBLY EXCEPT FOR USES EXPRESSLY GRANTED
IN WRITING, INFORMATION DISCLOSED
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