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NOTES:

A.PADLOCK BRACKET IS TO BE USED WITH SINGLE HOLE MOUNT LARGE SIZE
VISE ACTION COMPRESSION LATCHES (EXCEPT KNOB AND T-HANDLE) OR
E5 QUAD PANEL LATCH OR MINIMAL PROTRUSION VISE ACTION LATCH.

B.TO PROVIDE SEALING, USE TWO FLANGE GASKETS AND ADD COMPRESSED
THICKNESS OF EACH FLANGE GASKET AND BRACKET THICKNESS TO YOUR
PANEL (DOOR) THICKNESS. (E5-17 OR E3-0-33430).

C.DOUBLE BIT, TUBULAR, TRIANGLE & SQUARE DRIVE HEAD STYLES REQUIRE
SUFFICIENT KEY LENGTH WHEN PADLOCK BRACKET IS IN PLACE.

D.MINIMUM PADLOCK SHACKLE CLEARANCE IS 38mm.

£E.PADLOCK BRACKET DOES NOT ACCOMMODATE PULL TAB OR SEALING
COVER ACCESSORIES.

F.TO CALCULATE YOUR TOTAL GRIP, ADD BRACKET THICKNESS TO
PANEL (DOOR) THICKNESS.

G.THE GEOMETRY REQUIRES THAT THE CAM NOT BE ASSEMBLED TO
THE LATCHES FOR INSTALLATION INTO PANEL.

H.PADLOCK BRACKET: FOR 19.1mm SIZE SINGLE HOLE MOUNT TOOL
OPERATED ONLY. NOT FOR USE WITH SOUTHCO TUBULAR KEY.
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