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REVISION HISTORY
PART NUMBER . E5_ |WW|><|_|YY|O_RK REV DATE BY DESCRIPTION
NOTES : DRIVER STYLE (SEE BELOW) | F |20AUG2026([SVP/SAK ECN-000146
A. LATCH SUPPLIED FULLY ASSEMBLED AS SHOWN 5 - CYLINDER KEY LOCK =t S NOTE o
6 = TOOL OPERATED SEALING OPTION: On R Y
B. COSMETIC SPECIFICATION: 9 = WING/T-HANDLE/L-HANDLE 0 — NO SEAL ING KEY OPTIONS:
ALL SURFACES ABOVE SECTION A-A CONFORM TO A CLASS “B* 0 = NO KEYS.
DESIGNATION AS DESCRIBED IN SOUTHCO COSMETIC SPECIFICATION: KEY REMOVAL: ORDER SEPARATELY
S-121-01 FOR X=2, S-121-03 FOR X=5 ACTUAT ION STY| E~——— CAM ROTATTON 1 = LOCKED/UNLOCKED 3 = 1 KEY PER LOCK (PLASTIC
(SEE BELOW) 51 = TYPE A CAM POSITION OVERMOLD)
52 = TYPE B CAM
C. RK OMITTED FROM PART NUMBER WHEN T-=6 AND WHEN
Ww = 30, 33, 60, 63, 70 OR 73
MATERIAL AND FINISH
D. PACKED IN INDIVIDUAL BAGS 2 = DIE CAST ZINC, BRIGHT CHROME PLATE
(NOT AVAILABLE ON WING DRIVER STYLE)
5 = DIE CAST ZINC, BLACK POWDER COAT
ACTUAT I ON
STYLE
SLOTTED HEX SOCKET 8mm TRIANGULAR 7mm TRIANGULAR 8mm SQUARE 7mm SQUARE 8mm DOUBLE BIT 3mm DOUBLE BIT 5mm
WHEN - 6 WW=00 Ww=01 Ww=02 WW=03 Ww=04 WW=05 WW=06 ww=07
SCALE 0.5:1
1.5
@8 X2 DEEP
COUNTERBORE
BELLCORE RECESSED SLOT
RATLWAY STANDARD  SQUARE SOCKET 6mm
WW=08 WW=13 Ww=19 WW=21
PUSH TO CLOSE ROTATION
) PusH 1 NN ACTUATION STYLE WHEN - 5 OR 9 SCALEO 0.5:1
(TYPE A TOOL OPERATED SHOWN)
=5
CAM ROTATE  CAM ROTATE
CW TO LATCH CCW TO LATCH
7 LOCK STYLE
@28
CAM INDICATOR T-HANDLE |l —-HANDLE
(INDICATOR MUST
POINT TO CAM OR
DRIVER IN LINE NON-LOCK ING - S50 60 /0
WITH CAM)
KEYED CH/51 (LOCK PLUG = 6 7
%gﬁﬁ?ﬁ MATCHES HANDLE F\N\SH)
KEYED CH/51 (STA\NLESS 40
PUSH TO CLOSE STEEL SCALP SHUTTERED)
CAM
KEYED ROO1T REVERSIBLE 20 67 75
(STA\NLESS STEEL SHUTTERED)
SEAL ING WASHER: SEE REMARKS COLUMN [N
mm THICK MATERIAL AND FINISH WITHOUT LOCK PLUG (SEE 22 53 3
FOR POWDER COATED HOUSING -
Lo AND DRIVER J-E5-9-7, SHT 4 FOR INSTALL)
'\ Ay 2222; N CPB NUMBER STANDARD| THIRD ANGLE {:3, ®
v 4 LN 777 2] 4 RSN PROJECT ION sou co
' E5-T-WWX-YYO-RK
SHOW FOR TOOL STYLE, CUSTOMER PART NUMBER MILLIMETERS [ IN] CONNECT- CREATE - INNOVATE

FOR DIMENSIONS ABOVE PANEL
SEE DRAWING:

CYLINDER:
WING:J-E5-9-3

<TRFACE TRER TOLERANCES UNLESS OTHERWISE NOTED

ALL DIMENSIONS WITHOUT
TOLERANCES ARE FOR
REFERENCE ONLY.

J_E5-5 VOLUME

DESCRI

PTION

£ES PUSH TO CLOSE ASSEMBLY,
SINGLE POINT

SIZE

SYSTEM

DWG NO.

PROPRIETARY ITEM _ _ _
CAM MOUNTING SCREW T . J-E5-9-6 e o 0SS mipReRerC seuy A3 NX J-E5-5T-A
7 L+ J-E5-9-7 TEM AN G A | PER ASME Y14.5M-2009 [ RLR DMEZBMAYZOO6|%AHO.75:WSHHTW
o ‘ = ‘ . S5 2 1




5 4 :gr 3 2 1
REVISION HISTORY
REV DATE BY DESCRIPTION
MATERIAL AND FINISH F [20AUG2026[SVP/SAK ECN-000146
COMPONENT MATERIAL DESCRIPTION FINISH DESCRIPTION REMARKS
CHROME PLATED X=2 (NOT AVAILABLE ON WING)
DRIVER DIE CAST ZINC
BLACK POWDER COAT X=5 (SEE NOTE B)
CHROME PLATED X=2 (NOT AVAILABLE ON WING)
HOUS I NG DIE CAST ZINC
BLACK POWDER COAT X=5 (SEE NOTE B)
SEALING WASHER POLYURETHANE BLACK
HEX FLANGE SCREW LOW CARBON STEEL ZINC PLATE, BRIGHT CHROMATE NYLON PATCH (INTERNAL)
MOUNT ING NUT DIE CAST ZINC ZINC PLATE, BRIGHT CHROMATE
BLACK POWDER COAT, CHROME PLATE OR FOR SHUTTERED CORES, INCLUDES

LOCK CORE

DIE CAST ZINC

CHROMATE WITH STAINLESS STEEL CAP

NICKEL PLATED BRASS DUST SHUTTER

SHIPPING PLUG

POLYPROPYLENE

BLACK

NO LOCK CORE
ASSEMBLIES ONLY

KEY LOCKING,
(WW-33, 63, 73)

LOCK EXTENDER

DIE CAST ZINC

TRIVALENT CHROMATE

KEY LOCKING ASSEMBLIES ONLY T=9

LOCK CAM STEEL ZINC PLATE KEY LOCKING ASSEMBLIES ONLY T=9
CAM DIE CAST ZINC CHROMATE
CAM SPRING STEEL ZINC PLATE, BRIGHT CHROMATE
WASHER ACETAL | o
PANEL PREPARATION

(ALL STYLES)
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6MM MAX PANEL THICKNESS

Tmm MIN PANEL THICKNESS

X
R2.5 MIN RECOMMENDED

GREASE ON SURFACE WHERE CAM

FRAME

CPB NUMBER
STANDARD
SOURCE TCID

ES-T-WWX-YYO-RK

THIRD ANGLE
PROJECTION

@1

CUSTOMER PART NUMBER

MILLIMETERS

[ IN]

southco

CONNECT - CREATE - INNOVATE

SURFACE AREA

TOLERANCES UNLESS OTHERWISE NOTED|PESCRIPTION

VOLUME

ALL DIMENSIONS WITHOUT

£ES PUSH TO CLOSE ASSEMBLY,

SINGLE POINT

STRIKES IS RECOMMENDED FOR TOLERANCES ARE FOR S — —
OPT IMUM PERFORMANCE PRODUCT PROPRIETARY ITEM REFERENCE ONLY. A N X ' J-E5-51-A
LIFE ‘EEHCEVEVREJOTNT g\gs’ UCS‘OENEFO%DQE/?N?T‘E\SAELL BA‘Nng ﬁAgL;LEB DRAWN BY DATE SCALE SHEET
RIGHTS, PATENT Al CTLERISE, PER ASME Y14.5M-2009 RLR 23MAY2006| 0.75:1 2 OF 3
5 ‘ 4 % 3 2 W




4 {7 5

LATCH ASSEMBLY

SEALING WASHER

(PANEL
7,

MOUNT ING NUT

SCALE 1:1

INSTALLATION

1. PLACE SEALING WASHER ONTO LATCH HOUSING.

2. TILT LATCH THROUGH MOUNTING HOLE.
S. INSTALL MOUNTING NUT AND TIGHTEN TO:
10 N.m MAX

REVISION HISTORY

REV DATE BY DESCRIPTION

F |20AUG2026]|SVP/SAK ECN-000146

LATCH ASSEMBLY

£PANEL

v

MOUNT ING NUT

77 7

1. PUSH DOOR TOWARDS FRAME
(DO NOT SLAM)

KEY [INSERTED

NOTE: FOR CYLINDER LOCK
STYLE (T=5), KEY MUST BE
INSERTED FOR CAM TO FUNCTION

OPERATION

2. RAMP-SHAPED CAM ROTATES AS |IT

CONTACTS FRAME

RADIUS AND GREASE

SURFACE FOR EASE OF
OPERATION AND OPT IMUM
CYCLE LIFE

5. CAM SPRINGS BACK AND MOVES
BEHIND FRAME TO ACHIEVE LATCHING

RECOMMENDED ON CONTACT

UNLOCKED

NOTE :

FOR LOCKING VERSIONS OF WING,

T AND

L HONDLE STYLE (T-9), LOCK CORE NEEDS

TO BE UNLOCKED POSITION

(AWAY FROM

PADLOCK SYMBOL)
(AS SHOWN ABOVE)

ALSO WING, T OR
LINE WITH DRIVER

FOR CAM TO FUNCT ION

L DRIVER ASSEMBLED IN
(AS SHOWN ABOVE)

CPB NUMBER

STANDARD

SOURCE TCID

ES-T-WWX-YYO-RK

THIRD ANGLE
PROJECTION

&t

CUSTOMER PART NUMBER

MILLIMETERS [IN]

southco

CONNECT - CREATE - INNOVATE

SURFACE AREA

VOLUME

TOLERANCES UNLESS OTHERWISE NOTED|PESCRIPTION

ALL DIMENSIONS WITHOUT
TOLERANCES ARE FOR

£ES PUSH TO CLOSE ASSEMBLY,

SINGLE POINT

SIZE SYSTEM DWG NO.
(AS SHOWN ABOVE) PROPRIETARY [TEM REFERENCE ONLY. A3 N X J-FE5-=51-A
CEET FOF USES EXPRESSLY SrANTED | __ __ ___
TP ZAEN M SN | PER ASME Y14.5M-2009 RLR 25MAY2006| 0.75:1 3 0F 3
6 5 4 % 3 2 1




