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NOTES:

1. THIS MEMBRANE KEYPAD IS INTENDED FOR USE WITH SOUTHCO ACCESS CONTROLLERS.
REFER TO CONTROLLER CUSTOMER DRAWING FOR SPECIFIC SYSTEM
HOOKUP INFORMAT ION.
-CUSTOM OVERLAYS AND KEYPAD CONFIGURATIONS ARE AVAILABLE.
CONTACT SOUTHCO FOR MORE INFORMATION.,

LED BLUE

tD RED 2. OVERLAY MATERIAL: VELVET TEXTURED POLYESTER FILM, AUTOTYPE AUTOTEX V207.

~CHEMICAL RESISTANCE: PER DIN 42 115 TEST METHOD.
. [1.575] [.033] RESISTANT TO: ALCOHOLS, DILUTE ACIDS, DILUTE ALKALIS, ESTERS,
[_W97]ﬁ\\\\ HYDROCARBONS , KETONES, HOUSHOLD CLEANING AGENTS.

ADD I TIONAL CHEMICAL RESISTANCE INFORMATION AVAILABLE ON REQUEST.

’ \ 4 N “THE OVERLAY MATERIAL HAS LIMITED LONG TERM RESISTANCE TO UV LIGHT AND
/ﬁ;ﬁ SEE NOTE 2 THEREFORE IS NOT RECOMMENDED FOR LONG TERM USE OUTDOORS.
/ SEE ATTACHED FILE FOR STANDARD COLORS AND ARTWORK .
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SEE NOTE 6
5. 12 KEY SWITCHES

-EMBOSSED KEY AREA WITH METAL DOME CONSTRUCT ION

250g ACTUATION FORCE DOMES
-KEY LIFE: 1x10"6 CYCLES PER KEY

OPERATE KEYS WITH FINGER PRESSURE ONLY. AVOID USING SHARP OR

115 POINTED OBJECTS TO OPERATE KEYS AS THIS MAY DAMAGE THE KEYS.

[4.528]

14 — 4. 2 SURFACE MOUNT LED'S WITH 2 CLEAR EMBOSSED WINDOWS

[_55”] 27 -1 RED LED
RELIEVED TO -1 BLUE LED
ALLOW TAIL B A
10 BEND 5. “L*" SHAPED EXTENDED FLEXIBLE CIRCUIT WITH CONNECTOR
-10 PIN FEMALE CONNECTOR: 2.54MM PITCH, WITH LOCK
/ CONNECTOR P/N: CJT A2550H-10P-A
CONNECTOR 8

R AVOID REPETETIVE BENDING OF THE FLEX CIRCUIT AS THIS MAY
LOCKING TAB |k = =} southeo

DAMAGE THE CIRCUIT.
SEE NOTE 5 ' R 20
. / . J .787 ,
i 7 — ., [.787] 6. MOUNTING: PRESSURE SENSITIVE ADHESIVE IS PROVIDED FOR MOUNTING ON

I R3 [.WWSJA—\\/ ENTIRE BACK SIDE OF MEMBRANE SWITCH ASSEMBLY. ADHESIVE TYPE 3M947ILE.
~PANEL PREPARATION SHOULD INCLUDE A HOLE FOR PASSAGE OF THE FLEXIBLE
CIRCUIT WITH THE CONNECTOR HOUSING. SEE DRAWING FOR RECOMMENDED HOLE
DIMENSIONS AND LOCATION,
~HOLE PREPARATION FOR CONNECTOR PASSAGE MUST BE FLAT AROUND MOUNTING
SURFACE AND FREE OF ANY BURRS OR SHARP EDGES THAT COULD DAMAGE THE
[-827] FLEX CIRCUIT.
T 25.4 18 —=— 6 5 ~MOUNT ING SURFACE MUST BE CLEAN AND FREE OF OILS AND GREASE .
[1] [.709] [ 256] REMOVE PAPER BACKING AND ADHERE MEMBRANE TO FLAT CLEAN AND DRY SURFACE
' APPLY SUFFICIENT PRESSURE OVER THE SURFACE OF THE MEMBRANE TO ACTIVATE
PANEL PREP THE ADHES | VE .
27 X 7 HOLE

[1.063 X .276]
[.551] [ 709] SEE NOTE 6

L [1.378]
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5.76
[ ] EA-KC2-102 KEYPAD ASSEMBLY| SEE NOTES

PART NUMBER TYPE OF COMPONENT MATERITAL
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SURFACE AREA

XXX X Xmm?2
VOLUVE ALL DIMENSIONS WITHOUT | VERT | CAL MEMBRANE KEYPAD ASSEMBLY
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