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X = STYLE: - VS LOCK NG HANDLE - F
1 - SINGLE POINT, DIRECT PULL
2 - MULTIPOINT, WITHOUT CABLE BRACKET
3 - MULTIPOINT, WITH CABLE BRACKET
HANDLE
Y = LOCKING OPTION:
0 - NON-LOCKING
1 - REVERSIBLE KEY (ROO1), NO KEYS INCLUDED I LOCKPLUG
2 - REVERSIBLE KEY (ROO1), 2 KEYS INCLUDED = —
3 - REVERSIBLE KEY (MULTIPLE KEYCODES), 2 KEYS INCLUDED 1901 W, EEEZ,’
4 - STANDARD KEY (CH751), NO KEYS INCLUDED i BEZEL
5 - STANDARD KEY (CH751), 2 KEYS INCLUDED
6 — STANDARD KEY (MULTIPLE KEYCODES), 2 KEYS INCLUDED
7 - REVERSIBLE KEY (14603), 2 KEYS INCLUDED
9 - NO LOCKPLUG INSTALLED B

WWWwW = KEY CODE OPTION
KD10 - KEYED DIFFERENTLY, 10 CODES (ONLY USED IF Y= 3 OR 6)

CABLE BRACKET

MK10 - MASTER KEYED, KEYED DIFFERENTLY, 10 CODES (ONLY USED IF Y- 6) FULLY CLOSED LOCKOUT PAWL
v SCALE 3:4
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NOTES :
A. ASSEMBLIES SHIPPED TRAY PACKAGED, LAYERED. “UL LY OPEN
B. MATERIAL AND FINISH: N
- BEZEL, HANDLE, MULTIPOINT ACTUATOR, ROTATING LINK, '
PULL LINK, ROTATOR PLATE, AND LOCKOUT PAWL: NYLON, BLACK
~ THREADED STUDS: STEEL, ZINC NICKEL PLATE //' —_— R\
~ THREADED INSERT: BRASS, NATURAL R B © __—— ROTATOR PLATE
~ ALL PINS AND E-CLIP: STAINLESS STEEL, NATURAL o
~ ALL RIVETS: ALUMINUM, NATURAL O
~ ALL SPRINGS: STAINLESS STEEL, NATURAL C) o
~ LOCKPLUG SEAL: TPE, BLACK O o _]
86 I
~ LOCKPLUG ADAPTER: ZINC DIE CAST
~ ALL GASKETS: CLOSED CELL FOAM, BLACK &
~ CABLE BRACKET & FASTENERS: STEEL, ZINC PLATE
N

C. FOR WWWW= MKT10, MASTER KEY PART NUMBER: PK=-24-01 K \
B / BEZEL GASKET

D. FOR USE WITH RODS/CABLES. RODS NOT SUPPLIED BY SOUTHCO. ——

CABLES AND RETAINER CLIPS SOLD SEPARATELY. RECOMMENDED RETAINER PROJECT | ON @6 southco®

CLIP FOR ROTATOR PLATE IS SOUTHCO PART NUMBER R4-0-43922. PULL LINK

SEE DRAWING J-R4-0-43922 FOR MORE DETAILS AND OPTIONS CABLE BRACKET MILL IMETERS [IN] CONNECT- CREATE - INNOVATE

' ROTATING LINK FASTENERS ~RFAcE Reh TOLERANCES UNLESS OTHERWISE NOTED DESCR‘PT‘ONCUPPED HANDLE ACTUATOR .
ALL DIMENSIONS WITHOUT
MULTIPOINT YonE TOLERANCES ARE FOR I FDLWGUNOSH MOUN T
C. INSTALLATION TORQUE OF MOUNTING NUTS NOT TO EXCEED 7N-m [62in-lbs]. ACTUATOR S ERTEAAEY REFERENCE ONLY. o Uy ' J_AC-10
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M6 THREADED

DIRECT PULL:

SEE DETAIL /\

INSERT IN

HANDLE TIP

TRIGGER PULL SOLD SEPARATELY.
SEE DRAWING J-R4-0-51292 FOR
MORE DETAIL.

12X R4
[.W57]j\\\\

MAX RECOMMENDED THICKNESS:

S0mm MAX TRAVEL

DETAIL /X
SCALE 2:1

PANEL PREFPARATION

152.4 0.3
(6 +.012]

14mm

MULT ITPOINT, WITHOUT CABLE BRACKET:

12.5mm MAX TRAVEL (SEE BELOW)

RECOMMENDED FOR USE

WITH RODS
SEE NOTE D

TRIGGER PULL AND
M6 SCREW/WASHER
NOT INCLUDED

4X @ 7 +0.1 THRU
[.276 +.004]

DETAIL E
SCALE 2:7
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MULTITPOINT, WITH CABLE BRACKET:

12.5mm MAX TRAVEL (SEE BELOW)

SEE DETAIL C -
\/

FOR USE WITH CABLES
SEE NOTES D & E
BRACKET MARKINGS:
"A" FOR CABLES TO
ADDITIONAL ACTUATOR
"L FOR CABLES TO
ROTARY LATCHES

SEE NOTE D

POSSIBLE CABLE OPTIONS - TYPE 6, 8 OR 9:

— ==

—

BRACKET LABELED
CABLE FROM AC-10 TO
ADDITIONAL ACTUATOR.

ap

BRACKET LABELED "L".

v CABLE FROM AC-10 TO

ROTARY LATCH.

TA=4

DETAIL C
SCALE 1:17

HOW TO USE TYPE 6 - JACKETED CABLE WITH SNUB END COUPLING TO THREADED RETAINER
LABELED BRACKETS TO R4 ROTARY LATCH.
THREADED LATCH END OFFERS ADJUSTABLE CONDUIT MOUNTING.
HOW TO USE TYPE 8 - JACKETED CABLE WITH SNUB END COUPLING TO SNAP RING RETAINER
- SNUB END (TA = 4) CONNECTS THROUGH “L" LABELED BRACKETS TO R4-EM ROTARY LATCH
HOW TO USE TYPE 9 - JACKETED CABLE WITH SNUB END COUPLING TO SNUB END COUPL ING

- SNUB END ( TA = 4) CONNECTS THROUGH "L~"

-  THROUGH ~L " LABELED BRACKETS TO ROTARY L

ATCH

(TA

- THROUGH "A" LABELED BRACKETS TO ANOTHER ACTUATOR

ROTATOR PLATE TRAVEL

4X 27.3

4)

(TLC = 13)

4X 39.8
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MILLIMETERS [ IN] CONNECT - CREATE - INNOVATE
TOLERANCES UNLESS OTHERWISE NOTED|PESCRIPTION
SURFACE AREA L D IMENS IONS W1 THOUT CUPPED HANDLE ACTUATOR
VOLUME TOLERANCES ARE FOR FLUSH MOUNT
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