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A4   PAPER SIZE

SOUTHCO PERFORMANCE GUIDELINES
THE PERFORMANCE GUIDELINES SHOWN ON THIS PAGE ARE SUPPLIED AS A GENERAL GUIDE ONLY, AS CONDITIONS
VARY WITH EACH APPLICATION AND METHOD OF INSTALLATION.   STRENGTH DATA GIVEN IS FOR FAILURE OF THE
PRODUCT OR FOR SUFFICIENT DEFORMATION TO MAKE THE PRODUCT INOPERABLE.  NO SAFETY FACTOR HAS BEEN
APPLIED.  IT IS RECOMMENDED THAT THE USER REQUEST A PRODUCT SAMPLE FOR TESTING TO DETERMINE THE
SUITABILITY OF THE PRODUCT FOR THE PURPOSE INTENDED AND USER'S PARTICULAR APPLICATION.

1. ASSEMBLIES WERE INSTALLED AND TESTED IN 1.6mm (.063inch) THICK PCB WITH LEAD‐FREE SOLDER PAD INSTALLATION HOLE . 
EACH PCB (2 inch x 5 inch) INSTALLED WITH 10 PCS ASSEMBLIES UNDER THE REFLOW PROFILE AS RIGHT PICTURE SHOWN.

2. FAILURE OCCURED IN THE SCREW PUSHING OUT OF THE ASSEMBLY,  OR THE ASSEMBLY PUSHING OUT OF THE PANEL,
OR THE STANDOFF SPLITING.

3. FAILURE OCCOURED IN THE ASSEMBLY REMOVED FROM PANEL.
4. REFERENCE ‐ ASSEMBLY ENGINEERING MASTERS CATALOG;VOL. 10, 1971(C)HITCHCOCK PUBLISHING CO.
5. FAILURE OCCURED IN THE BREAKING OF THE SCREW SHANK, RECESS STRIPPED OR THREADED STRIPPED.
REF: TR47‐SM‐11835
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