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SOUTHCO PERFORMANCE GUIDEL INES:
THE PERFORMANCE GUIDELINES SHOWN ON THIS PAGE ARE SUPPLIED <jn:> TORQUE
AS A GENERAL GUIDE ONLY, AS CONDITIONS VARY WITH THE APPLICATION
AND METHOD OF INSTALLATION, STRENGTH DATA GIVEN IS FOR FAILURE
OF THE PRODUCT OR FOR SUFFICIENT DEFORMATION TO MAKE PRODUCT
INOPERABLE. NO SAFETY FACTOR HAS BEEN APPLIED - IT IS RECOMMENDED

THAT THE USER REQUEST A PRODUCT SAMPLE FOR TESTING TO DETERMINE By’ ‘/Egé hg%%?/ /4
[

THE SUITABILITY OF THE PRODUCT FOR THE PURPOSE INTENDED AND USERS

PARTICULAR APPLICATION,
PART NUMBERS
E3-12-XX E3-15-XX E3-119-XX LOAD
E3-13-XX E3-16-XX E3-110-XX
E3-14-XX E3-111-XX

COMPRESSIVE STRENGTH
MAX IMUM WORKING LOAD © : 450N , 101 LBS
AVERAGE ULTIMATE LOAD ® : 1500N / 340 LBS

TORQUE L IMITS
TO DEVELOP A COMPRESSIVE FORCE ON THE PAWL OF 450N/ 101 Ibs.,
AN OPERATING TORQUE OF 7.9 N-M , 70 in.-Ibs. WAS REQUIRED TO
LOCK THE FASTENER. ®

ADJUSTABLE GRIP
1. WORKING LOAD IS THE MAXIMUM FORCE THAT THE PRODUCT WILL WITHSTAND

WITHOUT AFFECTING THE OPERATION OR APPEARANCE OF THE PRODUCT.

2. AVERAGE ULTIMATE LOAD CAUSES FAILURE OF THE PRODUCT OR SUFFICIENT
DEFORMATION TO MAKE THE PRODUCT [INOPERABLE.

5. OVERLOADING THE FASTENER BEYOND THESE CONDITIONS IS NOT RECOMMENDED.

REF: trE3-25 AND trE3-70
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DESCRIPTION

No. £S5 VISE ACTION COMPRESSION LATCH ASSEMBLY
SINGLE HOLE NOUNT, [INTERNATIONAL SERIES

TOLERANCES UNLESS OTHERWISE NOTED

SIZE |SYSTEM DWG NO.

PROPRIETARY ITEM A N X TD-E5-05-

EXCEPT _FOR USES EXPRESSLY GRANTED
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