SOUTHCO PERFORMANCE GUIDELINES

THE PERFORMANCE GUIDELINES SHOWN ON THIS PAGE ARE SUPPILED

AS A GENERAL GUIDE ONLY, AS CONDITIONS VARY WITH THE APPLICATION
AND METHOD OF INSTALLATION, STRENGTH DATA GIVEN IS FOR FAILURE

OF THE PRODUCT OF FOR SUFFICIENT DEFORMATION TO MAKE PRODUCT
INOPERABLE, NO SAFETY FACTOR HAS BEEN APPLIED - IT IS RECOMMENDED
THAT THE USER REQUEST A PRODUCT SAMPLE FOR TESTING TO DETERMINE
THE SUITABILITY OF THE PRODUCT FOR THE PURPOSE INTENDED AND USERS
PARTICULAR APPLICATION.

COMPRESSIVE STRENGTH
MAXIMUM STATIC LOAD: 450 N (1001bf)
AVERAGE ULTIMATE LOAD: 660N ( 1481Ibf)

INSTALLATION TORQUE
MOUNT ING NUT (M22): 20Nm (177 Ibf-in)
MOUNT ING SCREW (M6) 10Nm (88.5Ibf-in)

MAX IMUM DYNAMIC WORKING | OAD (CYCIE | IFF)
10,000 CYCLES WITH 450N PAWL LOAD

DEFINITIONS

MAX IMUM STATIC LOAD - THE MAXIMUM

RECOMMENDED LOAD AFTER ONE TIME APPLICATION
AND REMOVAL OF WHICH THE PRODUCT CONTINUES TO
FUNCTION PROPERLY.

AVERAGE ULTIMATE LOAD - THE AVERAGE LOAD
THAT CAUSES FAILURE OR EXCESSIVE
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PRODUCT INOPERABLE.

MAX ITMUM DYNAMIC WORKING LOAD - THE MAXIMUM
RECOMMENDED LOAD AT WHICH THE PRODUCT

CONTINUES TO FUNCTION PROPERLY THROUGH

THIS INTENDED CYCLE LIFE.
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EXCEPT FOR USES EXPRESSLY GRANTED
IN WRITING, INFORMATION DISCLOSED
HEREON IS CONFIDENTIAL AND ALL
RIGHTS, PATENT AND OTHERWISE,
ARE RESERVED BY SOUTHCO, INC.
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